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L 6 1 Size: 23AA > iXtra — long term high performance

Performance Data
(Typical values for batteries stored at +25 °C for one year)

0 Typical Discharge Curves at +25 °C

System Lithium Thionyl Chloride 3.5
Nominal voltage 3.6V 3.0 ; T A
Nominal capacity 1.5 Ah >25E S S S
Nominal current 1.3 mA E’Z.O E_ 4 I | I I I I I
Max. continuous discharge current 75 mA '_*05 Es ; ;ggg ~30mA 0.80 Ah
Pulse current capability 150 mA > 1.5 E_ 3 T % 1oto fg 22 1:(5) 2:
Anode surface area 9 cm? 10F ‘5‘: 31-(3) tg (;; ’“2 1?8 2:
-y ~0.3 m, .
Lithium content 0.5¢g 05F 202 46 s 10 ? 1(3)3 tg 500.; mﬁ 1.;3 2:
WEIght 12'5 g 0'0 E 11 IIIIII| L1 IIIIII| Ll .I Ll ~I .I II?I"IIl I L
Volume 5.2 cm? 0.1 1 10 102 103 10° 10°
Temperature range —55°C ... +85°C Time /h
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Voltage Response at +25 °C, Pulse: 15 mA
8

Basic current (bc)
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Available Terminations Catalogue No. =238 /
SL-761/S Standard 11107611 00 ° WARNING: 2.6 1 after 1 year atbe 3: after 5 years at b -
SL-761/T Tags 111 07612 00 b Fireh, exphoslijon, a;‘ld 2.4 2: after 2 years at bc 4: after 10 years at bc 1
R severe burn hazard. Do no L
SL-761/P PTI‘]S . 11107613 00 recharge, disassemble, heat ’EI.I.LI.LI.I.LI.IJ.I.I.LI.I.LLI.I.I.J |.|.|.|.|.|.L|.|.|.|.|.| |.|.|.|.|.|.L|.|.|.|.L o
SL-761/PR Pins radial 11107616 00 above 100 °C, incinerate, or 0 0.1 02 0 01 0 01 &
SL-761/PT Polarized tags 111 07618 00 expose contents to water. Time /s g
o
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